MPC SERIES

Mobile Home Air Conditioning

MOBILE PAC SERIES wiTH INCREASED EFFICIENCIES

The Mobile Pac air conditioning system can provide cooling to an entire mobile home by connecting to the existing
ductwork in the home and put all operating controls in a convenient wall thermostat. Packaged air conditioning systems
are positioned outside the home on a concrete slab or patio blocks isolating all operating noise away from living areas.
Cooled air is circulated throughout the home in the existing ductwork giving even temperatures in all rooms. Air conditioner
cabinets are low to the ground, only 22-inches in height. Cabinets on all models are made of galvanized steel, dipped in
epoxy primer and finished in epoxy enamel for long rust-free life.

ELECTRIC MOBILE HOME COOLING

Packaged Mobile Home MPC air conditioning systems have heen re- Rewen air plenum is made of
designed 1o increase cooling efficiency while improving installation and gulvanized stee| and mensunes
service access. Flexible duct attach to built-on side cabinet flanges. MPC 14 % 2005 B-inches, A 14 x 20-
cabinets are made of heavy gauge galvanized steel with baked primer and inch floor grlle cover a 200 20
epoxy enamel fimsh coats. MPC cabinets are light beige. I/2-inch washable filter, A
A alvanized steel winter blank-
ing plate is incleded for instal-
lation in the returm air plenum.
The plenum is not insulated,

y

Flexible ducts are 12-inches in diameter to permit maximum air distri-
hution inside the mobile home. Two sections are included with each
MIPPC system: Duect ki 7600-112 includes one 10-foot and one 5-foot
flex-duct. UL, listed ducts are covered with ultra-violet resistant 4 mil,
thick Black vinyl. Sections are i nsulated with | 14-inch thick one
pound density fiberglas, The flexible insulated ducts keep system noise
and vibration outside the home.

A 12-inch galvanized steel
main duct adapter plate 1= in-
cluded o attach the cvaporator
flexible duct to the mobile
home duct system.






