NPAD

e Six sizes available, from 23,600 to 59,000 Btuh
cooling.

® Factory installed fan relay for intermittent or
continuous fan operation.

* NPABA series has rectangular side by side duct
connections.

# Slip-In Electric Strip Heaters are available for
field installation. NOT CS5A APPROVED.

#® Electric Circuit breakers are included with
Strip Heaters as a standard part of package.

SINGLE-PACKAGE

AIR CONDITIONERS
23,600 TO 59,000
MANUFACTURED HOME
RESIDENTIAL
COMMERCIAL

® All panels are galvanized steel and painted
surfaces are finished with an epoxy paint.

® Non-rusting high impact polymer top-discharge
grille.

o Crankcase Heater is included as standard equip-
ment on all models.

® Units are sealed, tested and fully charged at the
factory.

® Cabinet is insulated with glass fiber insulation
to help reduce heat transfer.



UNIT SPECIFICATIONS

Model No. NPADC24AB | NPADC29AB | NPADCI4AB | NPADCA41AB | WPADCATAB | NPABASSAB | | NPABA4OAH | NPABASIAH
Elecirical _General Infarmation” 230-1-60 230-1-60 230160 230160 230160 | 230180 | 208/240-360 | 208(240-3-50
Data: Wire: Size/Max, Lengih | 1240 1245 1055 B78 B B61 -4 B-55
_Time Delay Fuse SizafHACR Breaker] 25 amps. 25 amps. 30 amps. 40 ampe. 45 amps. 50 amps. 0amps | 40 amps
_Max. Fusa 30 amps. 30 amps. 40 amps. 50 amps. &0 amps. 70 amps. 40 amps. B0 amps.
Ampacity 185 200 57 25 34 439 ;%5 27748
Condenser  Coil _Tolal Face Area (Sq. F1) 10.4 10.4 10.4 10. 10.4 104 0.4 10.4
Data Fing Per In.-Fows 181 181 181 18-1% 182 182 | 182 182
Tube Dia. ¥ b % * " L » L
Fan _HP./Type 15PSC L-PSC 1PSC 1gPSC 1 PS50 13-PSC 14PSC YrPSC
Motor: _Full Load Amgs. 3 9 1.4 14 14 40 20 40
Lock Rotor Amgs. 17 e 11 33 8.3 10.0 4.7 10.0
Fan: _Size (Dia.) 0" 20 FIl 2" 24 ap” 2 e
APM (M | 1050 1050 1050 1050 1050 1060 880 1090
Evaporator  Coll _Total Face Area (Sq. Fi) 33 a3 40 40 a0 42 40 40
Data Fing Per In.[Rows 143 143 153 154 144 144 144 14-4
TU':E' Dla 3I.E" 5" J.ﬁ" 3&1 1&- ,:h. ]&r 3i.
Blower _H.P.Type/Speeds 15-PSC-2 15 PSC-2 15 PSC-2 PSC-2 Y PSC-2 ypPsce | L %ePSCe P52
Motor: _Full Load Amps. 17 18 25 ig 54 54 44 54
Locked Ratar Amps. 45 18 74 11.0 1.2 192 12.0 19.2
Blowsr _Type & Sire D095 00107 o107 [ D114 oD114 | DDiod | COtiE
AFM (M| 1100 1100 1100 1100 1100 1109 1130 1080
CFM {Rated) 00 1050 1275 1400 1550 1800 1600 1800
Compressor _Full Load Amps. 135 138 16.4 215 235 276 15.5 225
Data: Locked Rator Amps. pidl] _B50 870 054 1180 180.0 810 120
| Factory Refrigerant Charge (Type B-22) &1 oz 6102 BO o B oz 108 oz. 106 oz 105 oz 100 oz
Weights Mat (Lbs.) 300 300 s 350 315 400 ars 400
Shipping 320 320 325 370 38 490 385 420
APPLICATION DATA:
QUTDOOR AMBIENT TEMPERATLIRE - DEGREES F. DRY BULB
Condensing B5° | 75° | B5* | g5° I 105° | 115°
Unit *ENTERING INDOOR TEMPERATURE - DEGREES F. WET BULB
| Model Ho. B} 65 B7 69 |63 65 67 69 (63 65 67 69 |63 €5 |67 |69 |63 G5 67 G5 | B) 65 67 GO
NPADC23AB ]_Mah 252 259 267 275|246 253 261 269 51236 243 (250|256 | 205 231 238 246 (205 211 218 205
ST |7 & 53 si| 0 70 51 58| B 73 B4 55| B3 76| 66| 560 B4 g8 B0 5| 85 M M 5A
= KW _|246 249 250 252 (264 268 270 274 (280 284 285 203/294 200 [3.04|300/306 311 317 324|317 323 328 336
NPADCZ9AB | MBh |292 300 310 319|286 294 13(281 289 208 307[273 28120020921 268 276 285|238 245 253 261
ST | 8 T B4 56| B4 75 66 SA| A6 7R 69 60| MR R1| 71| 61| B9 83 74 6P| 90 B 75 63
KW |285 289 290 2920305 3.09 312 315)322 327 331 3360337 342(3.48)354 350 356 363 370|363 369 375 383
NPADC34AB | MBh |348 358 369 381|341 351 351 373]335 344 355 366326 346|357 (311 320 330 340284 203 202 311
& | 7 63 5] B3 74 a5 57| 85 77 88 50| A7 eo| 70| 60| B3 82 73 61| 69 A3 M4 A2
KW 1331 334 337 340[360 365 369 375 (385 392 398 405|407 415 (423432 (437 435 445 455 (445 454 453 475
NPADC41AB | MBh |413 424 438 452|404 415 428 442 (307 40B 421 434 (387 308 (410423 (3648 370 391 403 (337 347 37 348
&1 | 77 67 s sl m 7 s ss| B 73 A4 55 B3 76| 66| 56| B4 B Ep 57| 85 79 0 58
KW (404 407 410 4131431 435 440 445455 461 468 474|476 483[4.91[500/4095 503 512 522512 521 529 541
NFADCATAE | MBh |463 476 491 5071453 466 480 496|445 458 472 487 (434 446|460 /475|413 425 438 452 (378 369 401 414
ST | f7 &7 S 51| 8 0 B S M 7 68 5% 76| 86) 56] A4 78 60 .57) 85 79 70 58|
KW |464 468 471 474493 499 503 508(519 526 532 539541 548 (557|566 (561 569 579 589(579 588 587 609
NPABASGAB | MBh |58.4 611 630 650 |51 5GR F16 BIG|571 SA7 A0G 625|556 572|590 /600|530 545 SE2 540485 499 514 531
ST Jb 66 S8 501 78 B0 B0 R B0 R K3 S| M2 75 B5) 55| AR} 77 6B 66| B4 VR B 57
KW 1638 643 647 652|580 688 694 702(718 727 736 747|750 761 (7.73|786(7.79 791 B05 620|406 A19 B3? 850
THREE PHASE
NPABA4SAH | MBh |478 492 507 523|468 481 406 512 (450 47.3 488 503|448 461 |47.5(400 (427 430 453 467 (300 402 414 427
ST | 80 7 62 54 82 73 B4 56| p4 76 67 54| 86 7ol 69) 50| BT 81 72 GO 88 A2 73 6
KW |48 486 490 493516 522 5257 533|546 553 561 569|571 5R0(5.90/600/504 604 615 627|615 626 6.36 605
NPABAS3AH | MBh |58.4 60.0 619 635 (571 SRR 606 625|561 577 595 614|547 563)|58.0)500|521 536 553 570|477 480 505 535 |
sm | 80 70 2 54 82 73 84 56| 84 76 67 se|l 86 7ol 69) s0| BT M1 72 GO 8RO B2 T3 6
KW _[643 648 653 657686 604 700 708723 733 742 753|756 767|780 793|765 797 812 R27 (812 825 B39 836
BTUH = 100 x Valug shawn STANDARD
*All enfering air based on B0° Dry Bulb. RATING

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE






