2 to 5 Tons

Packaged Wall Mount Air Conditioning

PW Series

The PW Series packaged air conditioning system
is specifically designed for light duty commercial
applications such as construction site trailers,
temporary offices, mobile bank/check cashing
trailers, portable school buildings — virtually any
application requiring air conditioning and heating
without the hassle of reinstallation when the
building is moved to another location. The PW
series is also well-suited to permanent buildings
where wall-mounting represents the preferred
installation method.

The unit features unitized, G-90 galvanized steel
construction with a super-tough polyester baked-
on finish. The refrigerant coils are copper tube,
aluminum fin design. The compressoris a heavy-
duty heat pump-type for long life. The PW series
has adjustable supply and return air openings
which allows it to be easily adaptable to replace-
ment or new construction applications.

The PW series has an isolated compressor com-
partment for quiet operation. In addition, the
horizontal condenser air discharge adds to the
quiet operation. All refrigerant and electrical com-
ponents are fully and easily serviceable from the
front service doors. It features dual return air filter
access from either side of the unit, as well as a
built-in barometric fresh air damper and filters.
The unit also has permanently lubricated PSC
blower and fan motors, and multi-speed blower
motors for High or Low static applications.

The PW series has been tested and rated in
accordance with ARI and DOE standards. It
features efficiency ratings of 10 S.E.E.R. and
higher. The cooling capacities range from 22,000
to 55,000 and the heating capacities range from
5to 22.5 KW. T




MODEL SPECIFICATIONS

E D MODEL PW1024-1J | PW1030-1J | PW1036-1) | PW1042-1J | PW104B-1J | PW1060-1J | PW1048-3J | PW1060-3J
5 Volts/Phasa/Hertz 208-204/1/60 208-204/3/60
;" Voltage Range 207-253
Z Operating Current Amps, 12.6M12.0 18.8M6.4 18.1191 23.8423.0 26.3/24.5 33/31.5 18.518.0 241/22.6
2 208/240 T
Min. Wira Ampacity 16/14 134113 | 15.2M42 | 20195 | 203195 | 281265 13813 | 1941176
208/240 "
| Max. Fuse or HACR Breaker 25/20 30130 35/35 45045 | 5045 B0/60 3535 | 45045
' 208/240 @
é E Typa Welded Hermetic Seroll Hermetic Scrall
! ALA 9.9/9.2 13413 | 1521142 | 20195 | 203195 | 28265 13813 | 19.1176
: 208/240
; LRA 56.0 75.0 B2.0 105.0 102.0 1630 | 9010 102.0
2 Grankcase Heat None Internal None | Intemal Nong
A Fan Blade Dia./CFM 20712600 22°/3400
5 Fan Motor (PSC) 1/5 HP / 1075 RPM / 1.4 FLA 1/4 HP /1075 APM / 1.8 FLA
48 Blowar Motor (PSC) !
SR HP/FLA 1/6-1.3 114-2.0 1/3-2.5 | 1/2-3.2
; Speads/RPM-HI 31075 31075 211075 } 311075
Blower 97 9-8 10-8 10-10
B Ratad CFM/ESP @ 850/.4 105004 | 127503 | 14001.4 1700/.4 1800/.3 1700/.4 1800/.3
E E Type ENHANGED ALUMINUM PLATE FIN/COPPER TUBE
E ._ Faca Area 101 12.1 155
Tube 0.0./F.P.1/Roiws 1511611501 | 5/16/19/1 3/81 9
e ¢ Type ENHANCED ALUMINUM PLATE FIN/RIFLED COPPER TUBE
: Face Area 2.8 4.2
Tube 0.D.F.P.1./Rows 5M6/12/2 381049 | S8z 318103
e Max. Heatar KW 11.2/10 15/15 16.9/22.5
g 208/240
Max. KW by Heater Model | 7603-687/ | 7603-687/ 7603-692/7503-602
208/240 7603-686 | 7603-687
Sound Rating @ 8.0 TR e N EERS (e | g0
Condensate Drain 3/4° FEMALE PIPE (COPPER)
Return Air Filter Size 2 530 x 1"
Waight Shipping/Net 3300205 | 345320 , 357/332 ] 366/341 | 440/410 E 455/425 | 438/408 | 447417

Due to constant improvement specifications are subject to change without notice.
1=BASED ON 104 DB QUTDOOR AMBIENT, 67°F WE/ B0°F DB INDOOR AMBIENT.
2=0VERCLRRENT DEVICE MAY BE TIME DELAY FUSE OF HACR BREAKER.
3=INCGLUDES FACTORY INSTALLED RETURM AIR FILTER AND 'WET COIL STATIC.

4=RATED IN ACCORDANCE WITH ARI 270.






